
Technical specifications:

Model Loading  
capacity 

(Euro pallets)

Internal dimensions
(l. x w. x h.) in mm. 

*below load line

External dimensions
(l. x w. x h.) in mm.

Door opening
(w. x h.) in mm.

Floor 
surface

Capacity 

10’ 4  2,32 X 2,16 X 2,28 
reserve 10cm. for load line 2,99 x 2,46 x 2,75 2,14 X 2,26 M. 5 M² 12 M³

20’ 10 5,36 x 2,16 x 2,28 
reserve 10cm. for load line 6,06 x 2,46 x 2,75 2,14  X 2,26 M. 12 M² 28 M³

Maximum Gross: 20.000 kg. Tare: 5.700 kg. Pay load: 14.300 kg.

Machinery Electrical system Connection Cool / freeze
capacity

Temperature range Consumption

Carrier
380/460 V
50/60 Hz.

4P (3 Fase, earth)

32 Amp. 3hr.
380/460 V

Fuse: 25 Amp.

at -29ºC          3,2 kW 
at -18ºC  4,9 - 6,6 kW
at  +2ºC  9,4 -  12 kW

-25ºC / +25ºC
< 38ºC ambiant

16 Amp.

ATEX Zone I or II, SELF-POWERED, REDUNDANT or alternative machinery ? 
please see machinery spec sheet for all alternative machineries

 

   _All specifications are subject to change_Queries/more information?_Visit www.reftrade.com or contact us_                        
      ______info@reftrade-uk.com ___+44 (0) 1330 861016___ABERDEEN - SCOTLAND______

The BESPOKE  refrigerated containers are designed and certified   
according to the DNV 2.7-1:2013 and EN12079:2006 offshore regula-
tions. The reefer containers are designed, built, tested and certified in 
compliance with these norms. All lifting equipment (4 or 5 legs) is 
certified to these norms also. The main frame is constructed from high 
grade steel and is specially designed for the offshore industry. The 
design of the container is unique and functional.  Lease & purchase.

 Easy detachable protection frame
 Reliable and efficient machinery  

Standard specifications:
 Material traceability-package 
 Slings set (4 or 5 leg) - DNV certified.
 Internal lighting 
 Man-trap alarm 
 Rental (short/long term) & sales option
 High loading capacity (volume & weight)

Maximum Gross: 10.000 kg. Tare: 3.500 kg. Pay load: 6.540 kg.

Options (see leaflet OPTIONS):
 Easy access Butchers door. 
 ATEX, Safe Area or NORSOK Specs
 2-compartments (chill/freeze)
 Various Bespoke sized container     
    designs
 5 year Extended warranty
� Alarm Interfacing.
 GPS Tracking
 Remote Monitoring Modem, RMM+


